01/17/2008 18:01 FAX 813 230 8708 



OGILVY RENAULT 



I2i008 



Coinmissioiier for Patents Serial No.: 10A7S2,963 

Reply to OfGce Action of October 17, 2005 
Page 4 

AMENDMENTS TO THE CLAIMS 

This listing of the claims replaces all prior versions, and listings, of claims in the 

application: 

LISTING OF CLAIMS 

1 . (Currently Amended) In a mobile dcvica — for managing Qvonfab^ 
a_A method for controllincr user — for enabling a user of a mobile 
device to control notification of %be — gv&nto events, the method 
comprisin g steps of ; 

temporarily enabling i j«s>t:i - f - ying — a — uoor — — the — occurrence — 
€fc» — events — in — aoGordancQ — with — a first user notification 
profile defining — defined by n otification control options 
selected by the user of the mobile device ; and 

switching automatically to a second user notification 
profile automatically — ift — rcoponae — tee — tefee — aatiofaQtion of 
when a switch condition thereby — fee — notify — fefee — t^ gxa - r — is 
aoee - gdanGo with is satisfied, the second user notification 
profile being defined by preset notification control 
options . 

2 - (Currently Amended) The method of claim 1 comprising 
defining — a step of enabling the user to define t he switch 
condition. 

3 - (Currently Amended) The method of claim 2 wherein said 
switch condition is defined in relation to at — leaa - t— one — e* — a 
time paramete r and a looatjion parameter . 
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4. (Currently Jtoended) The method of claini 3 r claim 2 

^ empriging ^wherein said switch condition is defined in relation 
to a location parameter. 

monitoring — feiie — oatiofactiOH — e# — &4%e — owitoh — condition — fee 
dQtcrminc the automatic awitching y 

5- (Currently Amended) The method of claim 2 comprising 
storing the switch condition in association with a one w ith one 
of the first and second user notification profiles to facilitate 
re -use of a stored switch condition. 

(Original) The method of claim 5 wherein defining the 

switch condition comprises accessing the stored switch condition 
for re -use. 

7 . (Original) The method of claim 1 wherein said first 
user notification profile comprises options defined to disable 
user notification of at least some of the events and said second 
user notification profile comprises options defined to enable 
user notification of said at least some of the events whereby 
the switching automatically enables user notification upon the 
satisfaction of the switch condition. 

8, (Original) The method of claim 1 wherein said first 
user notification profile comprises options defined to enable 
user notification of at least some of the events and said second 
user notification profile comprises options defined to disable 
user notification of said at least some of the events whereby 
the sv/itching automatically disables user notification upon the 
satisfaction of the switch condition. 
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9. 



(Original) 



The tnethod of claim 2 comprising: 



enabling said first user notification profile to control 
the notification thereby replacing a previously enabled 
user notification profile; and 

defining said second user notification profile in 
accordance with said previously enabled user notification 
profile such that said switching automatically re-enables 
the previously enabled user notification profile. 

ro. (Currently Amended) A mobile device for managing events^^^ 
the device comprising: 

a user interface for the notification of the events, the 
notification being controlled by a current one of a plurality of 



by n otification options, said user interface comprioing 

comprising?; 

a profile switch component to automatically switch the 
current profile to a next profile selected from among — ^the 
plurality of profiles in response to a switch conditio n being 
satisfied; 

a profile enablement component to selectively enable one of 
said profiles to be temporarily defined as the current profile 
and to define the switch condition that causes the current 
profile to switch to the next profile , 

11- (Currently Amended) The device of claim 10 wherein the uoor 
interface — GOmprioco — a — ^profile enablement component enables the 
user to define switch conditions * for aooociating with m ore than 
one of said profiles. 




•user notification, each defining - p rofile being defined 
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12. (Original) The device of claim 11 wherein the profile 
enablement component defines switch conditions in response to at 
least one of a time parameter and a device location parameter. 

13. (Currently Amended) The device of claim 11 wherein the 
profile enablement component is adapted to pclQctivQly enable ^ 
the user to select one of said profiles to define b e the current 
profile. 

14. (Original) The device of claim 10 comprising a switch 
condition monitoring component to monitor the satisfaction of 
the switch condition to determine the automatic switching. 

15 . (Currently Amended) The device of claim' 11 wherein the user 
interface is adapted to store the switch condition in 
association with — a — eae — with one of the profiles to facilitate 
re-use of the switch condition. 

16. (Original) The device of claim 15 wherein the profile 
enablement component is adapted to access, the stored switch 
condition for re-use. 

17. (Currently Amended) The device of claim ' 11 — claim 10 w herein 
the profile enablement component defines — a ^c^mprises a further- 
switch condition that, if satisfied, automatically switches from 

j 

the next profile to a new n ext profile -^ei* — owitohing — &e — upon 
oat iof action — e# — tfee — switch — condition — anel — whcrcia — oaid — profile 
owitch ■ componont awitchca in accordanoo with the ncact profile . 

18- (Currently Amended) The device of Glaim l S claim 17 w herein 
the next profile is defined in accordance with a last profile 
enabled immediately prior to the current profile such that said 
profile switch component switches back to the' last profile. 

I 
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19. (Currently Amended) A computer program product 

including a computer readable medium having a computer program 
for instructing a processor in a mobile device for managing 
cvcnto to control user notification of the events, the computer 
program comprising: 

code for a etifying a uacr of the occurrGncc of an event in 
ggcordanGG with e nabling a first user notification profile 
defining — defined by n otification control optiona selected 
by a user^ ; and 

code for switching automatically to a second user 

notification profile automatiGQlly — — rooponoc to faho 

oa - tiQfaction of — when a switch conditio n is satisfied, 
thereby to notify the uoer in aGCordanoQ with the second 
user notification profile being defined by preset 
notification control options , 

20. (New) The device of claim 10 wherein the profile 

enablement component can be programmed to temporarily activate 
one of the plurality of user notification profiles for a user- 
determined period of time. 
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